
BOOK NOTES SLIDES P-SETS ⌂  SYLLABUS

ACRONYMS — THIS CHAPTER

ACRONYMS

BRDF bidirectional reflectance distribution function

CC CameraCalibration matrix (in the DNG pipeline); Creative Commons in a licensing context

DC direct current (the zero-frequency, average component)

DCT discrete cosine transform

DFT discrete Fourier transform

FFT fast Fourier transform

HDR high dynamic range

MTF modulation transfer function

OTF optical transfer function

PSF point spread function

PSNR peak signal-to-noise ratio

SIMD single instruction, multiple data

SVD singular value decomposition

Course notes · 39 sections from the book · 28 optional hide optional sections the full book ↗

LECTURE NOTES 2 — CONVOLUTION

Course notes cut from Computational Photography, an AI-powered Slopendium for this lecture. Each section links
back to its home in the book; sections marked optional go beyond what the lecture needs.

▸ Contents · 34 sections on this page, from 12 chapters of the book

Light and optics

Motion blur

Blur from subject motion

OPTIONAL
in the book ↗
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Take an object moving with velocity  (m/s) across the field of view (perpendicular to the optical axis), at distance
, imaged by a lens of focal length . During the exposure  it travels a world distance . The lens shrinks

world distances at the subject plane by the magnification  (for ), so the streak on the sensor has
length

and in pixels, writing the focal length in pixels as  with  the pixel pitch,

The transverse component gives the simple streak above; motion straight toward or away from the camera rescales
the object during the exposure, a radial blur of relative size about , usually small for a distant subject and a
short exposure but not for a close subject moving toward the lens. The result is a straight streak of that length as
long as the velocity is roughly constant over , which is the linearization we make: over the few milliseconds of a
normal exposure, even curved or accelerating motion is well approximated by a straight segment. As a feel for the
numbers, a person walking at  m/s at  m, shot at  mm on a full-frame -megapixel sensor (

) at  s, smears about  px: clearly visible, reduced to about  px at  s, which may
still be visible at full resolution.

The derivation is one pair of similar triangles, which is easiest to see by moving the parts (Figure 2.6.1).
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subject speed v 1.4 m/s

exposure time Δt 1/60 s

subject distance D 5.0 m

focal length f (35 mm-width eq) 50 mm

image resolution

4000×3000 (12 MP)

▶ sweep the exposure

b = (f ÷ D) · v · Δt = 0.233 mm on a 36
mm-wide reference sensor
bpx = fpx · v·Δt ÷ D = 5556 · 0.0233 ÷ 5.0

= 25.9 px

world travel 23.3 mm streak on sensor 0.233 mm

in pixels 25.9 px (0.65%)

A pinhole view (schematic, not to scale). During the exposure the
subject travels v·Δt across the object plane at distance D. Its image
on a 36 mm-wide reference sensor (focal length f behind the
pinhole) moves by the same fraction of the frame, shrunk by the
magnification m = f/D — the two shaded triangles are similar, so
streak ÷ f = travel ÷ D. Longer exposure or a nearer, faster subject
lengthens the streak; a longer lens magnifies it.

Figure 2.6.1 (reproduced). Deriving subject-motion blur (interactive). A pinhole view of the geometry behind
. During the exposure the subject travels a world distance  across the object plane at distance ;

the lens projects that onto the sensor, shrinking it by the magnification , so the streak is .
The two shaded triangles (world side and sensor side) share the pinhole apex and are similar, so streak  equals
travel . Sliders set , , , and focal length, and the readout gives the streak in millimeters on the sensor and in
pixels; a button sweeps the exposure so the streak grows in real time. Interactive: drag speed, exposure, distance, and
focal length and watch the similar-triangle projection turn world travel into a pixel streak.

Blur from camera shake

OPTIONAL
in the book ↗

b ≈ (f/D) vΔt vΔt D

m = f/D b = (f/D) vΔt

÷f

÷D v Δt D
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Now hold the subject still and let the camera move during the exposure, which shifts the whole image at once.
Hand tremor has two components, and they behave very differently.

The motions that cause shake are tiny, far below what the eye can follow, which is exactly why they are easy to
underestimate. They can be made visible by motion magnification, which amplifies imperceptible sub-pixel
movement in a video until it is plainly seen (the video below).

Translation. If the camera shifts sideways by  (perpendicular to the axis), it is exactly the subject-motion case
with the roles swapped, applied to the entire scene:

Like subject motion, translational shake is depth-dependent: near objects blur more than far ones, and a distant
background barely blurs at all. A shift along the axis by  gives a small radial "zoom" blur,  at image

Video 1. Video: Phase-Based Video Motion Processing: the tiny, normally invisible vibrations of a camera
resting on a table are amplified until they are plainly visible; the same class of sub-pixel motion that,
accumulated over an exposure, produces camera-shake blur. Wadhwa, Rubinstein, Durand & Freeman
2013 (Wadhwa et al. 2013).

0:00 / 0:33

Δc

bpx ≈ fpx
Δc

D
. (4)

Δz bpx ≈ rΔz/D
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radius , normally tiny.

Rotation. If the camera instead rotates by a small angle  (radians) about a horizontal axis (pitch) or vertical axis
(yaw), the small-angle linearization  gives a whole-image shift of

Note what is absent: there is no . Rotational blur is independent of the subject's distance: a rotation tilts
the bundle of rays for near and far points by the same angle, but the pixel displacement can still vary with field
position. Rotation about the optical axis (roll) instead spins the image about its center: a point at image radius 
(in pixels, measured from the center) moves by

zero at the center and growing toward the corners. Note the contrast with yaw and pitch: their blur carries the focal
length , so it is magnified by a longer lens, whereas roll carries only the image radius , which is capped at half
the frame no matter the focal length.

💡  BIG LESSON (L2.33) — ROTATION BLUR IS DISTANCE-INDEPENDENT (YAW/PITCH SCALE WITH

FOCAL LENGTH, ROLL WITH IMAGE POSITION); TRANSLATION AND SUBJECT BLUR SCALE AS

1/DISTANCE

Camera rotation (yaw/pitch) smears the image by , the same for every object
regardless of depth. Camera translation and subject motion smear it by

, which shrinks with distance. So for ordinary distances rotation
dominates, and only up close (macro) does translation take over. The focal-length dependence
divides the same way: yaw and pitch blur scale with , so a longer lens (higher magnification)
turns the same angular wobble into proportionally more blur (the basis of the  hand-
holding rule), while roll blur  is fixed by image position , not by focal length.
Magnification amplifies yaw and pitch but never roll, which is why yaw and pitch usually
dominate the shake blur, the more so the longer the lens. And because roll and perspective
make  vary across the frame, camera-shake blur is spatially non-uniform: a single blur
kernel cannot describe or undo it.

The three shake terms read more clearly as geometry than as formulas (Figure 2.6.2), and add up on a real frame
(Figure 2.6.3).
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translation yaw / pitch roll

focal length f (35 mm-width eq) 50 mm

rotation θ 0.40°

near subject distance 1.5 m

far subject distance 10.0 m

bpx = fpx · θ (no D)

near: 38.8 px   far: 38.8 px   → equal

Camera rotation (yaw/pitch) tilts the whole ray bundle by θ, so near
the optical axis, image points shift by approximately f·θ regardless
of distance at the same image location. Away from the axis,
perspective makes the displacement vary across the frame. This is
why hand-shake blur is essentially rotational and why the 1/f hand-
holding rule carries the focal length, not the distance.

Figure 2.6.2 (reproduced). Deriving camera-shake blur (interactive). Three ray diagrams for the three shake terms,
switched by a toggle. Translation shifts the pinhole sideways: a near point and a far point streak by , so
the near one moves more and the ratio is , the depth dependence made visible. Yaw / pitch tilts the
whole ray bundle by , so near and far streak by the same , with no distance in it. Roll spins the frame about its
center, moving a point at image radius  by , zero at the center and largest at the corners. Set the focal length,
shake amount, and the two subject distances and read the resulting blur for each point. Interactive: switch between
translation, yaw/pitch, and roll and see why only translation depends on distance and only roll depends on image
position.

fpx Δc/D

Dfar/Dnear

θ fpx θ

r r θ
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focal length (35 mm-width eq) 24 mm

image resolution

4000×3000 (12 MP)

subject distance (flat, fills frame) 3.0 m

yaw (about vertical) 0.40°

pitch (about horizontal) 0.20°

roll (about optical axis) 0.50°

translation, sideways 2.0 mm

vector scale ×15

auto-fit arrows to frame

translation

pitch / yaw

roll

total (thin)

max blur 42.9 px (1.07% of width)

translation 1.8 px 0.04%

pitch / yaw 20.8 px 0.52%

roll 21.8 px 0.55%

total (at corner) 42.9 px 1.07%

Small-motion, paraxial estimates for a camera that shakes
during the exposure, on a flat subject filling the frame at the
chosen distance. Arrows are magnified for visibility by the
vector-scale slider (they grow in proportion to the shake); tick
auto-fit to instead normalize the longest arrow to the frame.
Translation on this flat plane and the paraxial pitch/yaw
approximation shift every pixel by the same amount
(translation shrinks with distance, rotation does not); roll spins
the frame about its centre, zero in the middle and largest at the
corners. The total is their sum. Reported blur is the largest total
vector in the frame (its corner), the worst-case streak length.

Figure 2.6.3 (reproduced). Camera-shake motion vectors, decomposed (interactive). For a flat subject filling the
frame at a chosen distance, the calculator draws the per-pixel motion vector and splits it into three colored fields:
translation and pitch/yaw (both uniform across the frame) and roll (radial, growing from the center). Choose focal
length (35 mm-equivalent), image resolution, subject distance, and the yaw, pitch, roll, and sideways-translation
amounts of the shake. The readout gives the largest total motion vector in the frame (in pixels and as a percentage of
width) and how many pixels each source contributes at that worst-case corner, so you can watch translation fade
with distance while rotation holds and roll takes the corners. Interactive: dial the shake components and read the max
blur and its translation / pitch-yaw / roll breakdown, with the three vector fields drawn on the frame.
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Preparing photographs for viewing

Sharpening for the display: size and distance

OPTIONAL
in the book ↗

Apply output sharpening after resizing, and judge it at the intended size and viewing distance. A radius measured
in pixels has a different angular scale on a small web image and a large print. A few source pixels can become less
than one output pixel after reduction; choosing a radius on the final grid controls the edge neighborhood that will
actually be displayed.

A useful workflow separates capture, creative, and output sharpening. Capture sharpening compensates for some
capture softness within the information recorded by the lens and sensor. Creative sharpening directs attention to
selected features, such as eyes or texture. Output sharpening compensates for the final presentation. They need not
all be strong or even necessary. A phone JPEG may already contain substantial sharpening.

Paper and ink spread change edge contrast, so a matte print can require different settings from a glossy print or a
screen. A distant poster can tolerate halos that would be objectionable in a handheld photograph. A 100% monitor
view is useful for diagnosing artifacts, but it represents the final viewing situation only if its scale and distance
match the output.

Inspect smooth skin, textured regions and a strong edge; the setting that makes one look crisp may damage
another. Use a small test print to check whether fine contrast survives on the chosen medium. Repeated sharpening
can exaggerate compression artifacts and produce bright and dark rims. Sharpening cannot restore an out-of-focus
eye merely by strengthening its edges.

💡  BIG LESSON (L5.2) — THE ROOM SETS THE DYNAMIC RANGE AS MUCH AS THE PANEL DOES

Reflected ambient light raises the visible black level. Prepare and judge the image under its
intended viewing conditions; a panel specification alone does not describe the contrast the
viewer will see.

Introduction to forward and inverse linear methods

OPTIONAL

in the book ↗

A blurred edge spreads a sharp transition across several pixels. If we know how that spreading happened, can we
recover the edge? A short row of samples is enough to show both the calculation and its limits.

The forward problem predicts a measurement from a scene and a camera model. The inverse problem estimates the
scene from the measurement. We will use a known linear model; learning an unknown blur or geometry is an
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additional estimation problem. Deblurring, denoising, demosaicking, and super-resolution differ in what was
measured and what assumptions recovery needs.

We compare a blur, an idealized corner camera, and a sampling grid. A blur attenuates detail and may erase some
patterns entirely. A corner camera records a weak indirect signal. A coarse sampling grid cannot distinguish
arbitrary fine patterns. These examples separate noise sensitivity from non-uniqueness.

💡  BIG LESSON (L6.1) — A LINEAR OPERATOR IS A WEIGHTED SUM, SO IT IS A MATRIX

An operation  is linear when . For finite sampled signals, each
output is a weighted sum of inputs with weights independent of the data. Stacking those
weights into rows gives . The matrix describes the operation; code can apply its weights
without allocating the matrix.

A one-dimensional blur, forward

OPTIONAL
in the book ↗

Strip the image down to a single row of pixels, a one-dimensional signal . Think of it as one
scanline of a photo, or a flat 1-D world. Now blur it in the gentlest possible way: replace every sample by the
average of itself and its two immediate neighbors. This is the box blur of radius one,

Figure 6.1.1 (reproduced). The same scene, reaching us imperfect in three different ways. From one photograph:
blurred (the information scrambled, since a blur averages neighboring pixels together), blurred with a little sensor
noise on top (the deblurring case of the sections that follow), and sampled on a coarse grid (incomplete: only the
center pixel of each 3×3 block survives, the rest dropped). Each is a different way the forward map discards or
corrupts information, and each needs a different inverse to undo it.

F F(ax + bx′) = aF(x) + bF(x′)

y = Ax

x = (x1,x2, … ,xn)

yi = 1
3 (xi−1 + xi + xi+1). (7)
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Each output sample is a little local average, so sharp features soften and fine wiggles wash out, which is exactly
what optical blur does to a real photo (the full two-dimensional story is Chapter 6.2, Convolution).

Now write the same operation as a single matrix multiply. Stack the outputs into a vector , collect the averaging
weights into a matrix  with one row per output sample, and the blur becomes

For a five-sample signal, with the edges handled by repeating the end pixel, the matrix is small enough to print in
full:

Row three gives . The repeated interior weights make a narrow band, while the first and last
rows encode the chosen boundary rule. Other cameras need not have this banded structure.

This is the forward model: hand it a scene , and it returns the measurement . Computing it is trivial, a few
multiplies and adds per sample, or in code a single loop:

y

A

y = Ax. (8)

=
1

3
.

⎛

⎜

⎝

y1

y2

y3

y4

y5

⎞

⎟

⎠

⎛

⎜

⎝

2 1 0 0 0

1 1 1 0 0

0 1 1 1 0

0 0 1 1 1

0 0 0 1 2

⎞

⎟

⎠

⎛

⎜

⎝

x1

x2

x3

x4

x5

⎞

⎟

⎠

(9)

y3 = (x2 + x3 + x4)/3

x y

Algorithm 1

# forward: 1-D box blur of radius 1, edges replicate
for i in range(n):
    y[i] = (x[clamp(i-1, 0, n-1)] + x[i] + x[clamp(i+1, 0, n-1)]) / 3
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Figure 6.1.2 (reproduced). A box blur, forward, in one and two dimensions. On the left is the input, as a one-
dimensional signal (top) and its two-dimensional twin (below); in the middle the banded operator ; on the right
the blurred outputs. The 1-D and 2-D always match: pick a synthetic pattern (edge, impulse, ramp, bars) and every
column of the image is that same signal, or pick a landscape photo and the 1-D signal is a scanline row you drag on
the image. The same radius  blurs both. Hover an output sample to light up its row of  and the taps it averages;
click an input sample to light up its column, the set of outputs it feeds; click a 2-D output pixel to see the 
window it averages. Widening  thickens the band and smooths the result further. The point of the figure is that a
blur simply is this banded matrix, in 1-D and in 2-D alike.

Convolution

in the book ↗

📎  Problem set

PS2 implements box/Gaussian blur, gradients, sharpening, and the bilateral filter. → Chapter 1.5,
Problem sets (appendix).

A blur softens an edge by mixing neighboring values. A derivative measures their differences, and a sharpener adds
some of those differences back. All three can use one table of weights applied throughout the image, a convolution
kernel.

Blurring is useful before downsampling, for noise reduction, and for building image pyramids. It also models some
optical degradation. A single kernel is appropriate only when the point spread is the same across the region being
modeled; depth changes and camera motion often require a more general operator.

Sharpening increases local contrast. It can make surviving detail easier to see, but it is not generally the inverse of
the blur that formed an image.

A

r A

(2r + 1)2

r
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Convolution as a weighted sum of neighboring pixels

in the book ↗

A kernel assigns a weight to each displacement between an input and an output sample. Nonnegative weights
summing to one form a local average. Derivative and sharpening kernels can have negative weights, so convolution
is more general than averaging.

It is easiest to see in one dimension first (Figure 6.2.1), where the whole operation is a 3-tap kernel sliding along a
row of pixels: each output pixel is the weighted sum of the three input pixels under the kernel, and nothing more.

input signal

kernel (flipped), sliding over the input

products (kernel × input)

output = input ∗ kernel

.20 .20 .20 .20 .20 .85 .85 .85 .85 .85 .85

.20 .20 .20 .20 .42 .63 .85 .85 .85 .85 .85

.33 .33 .33

.07 .28 .28

output(5) = .33 × 0.20+ .33 × 0.85+ .33 × 0.85= 0.633

click an output pixel, then an input pixel in its footprint to isolate one term

Figure 6.2.1 (reproduced). Convolution in 1-D: a 3-tap kernel sliding along a row of pixels. The input signal is a row of
little square pixels (top), the kernel is three weights that slide over it (middle), and the output is another row (bottom).
Click an output pixel to select it: its three-pixel input footprint lights up, the kernel sits over that footprint, and the
weighted sum is written out. Click an input pixel in the footprint to isolate the single term it contributes; a pixel
outside the footprint contributes nothing. Drag a kernel tap to change a weight, pick a preset (box, Gaussian, sharpen,
derivative, shift, identity), or press "animate" to sweep the kernel across every output. The input can be one of several
test signals (step, box, impulse, ramp, sine, noise), each with its own slider, and a resolution slider sets the length. This
is the whole idea of convolution with the two-dimensional bookkeeping stripped away.

The two-dimensional case is the same thing with a small grid of weights instead of a row (Figure 6.2.2).
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input kernel (flipped) output

kernel × input

.58 .60 .59 .50 .44 .54 .60 .57 .57

.59 .61 .59 .57 .62 .54 .61 .57 .58

.60 .61 .55 .49 .53 .51 .62 .57 .58

.60 .55 .35 .45 .62 .52 .60 .62 .59

.59 .27 .13 .41 .52 .61 .54 .69 .59

.57 .22 .29 .50 .30 .57 .77 .78 .58

.60 .69 .63 .32 .24 .45 .69 .81 .57

.59 .68 .44 .08 .07 .14 .50 .61 .56

.56 .52 .13 .06 .06 .05 .24 .52 .55

.59 .59 .57 .54 .52 .55 .57 .58 .57

.60 .59 .57 .54 .53 .56 .57 .59 .57

.59 .56 .53 .53 .54 .57 .57 .59 .58

.56 .47 .42 .45 .52 .56 .59 .60 .60

.51 .40 .35 .40 .50 .56 .63 .64 .62

.52 .44 .38 .37 .43 .52 .66 .67 .64

.57 .52 .43 .32 .29 .41 .59 .65 .62

.60 .54 .39 .22 .16 .27 .44 .56 .59

.57 .46 .29 .12 .07 .16 .32 .48 .55

.11 .11 .11

.11 .11 .11

.11 .11 .11

.05 .07 .06

.05 .06 .07

.06 .03 .06

sum = 0.500

output(4,4) = .11 × 0.45+ .11 × 0.62+ .11 × 0.52+ .11 × 0.41+ .11 × 0.52+ .11 × 0.61+ .11 × 0.50+ .11 × 0.30

+ .11 × 0.57= 0.500

click an output pixel to pick it, then an input pixel in its footprint to isolate one term

Figure 6.2.2 (reproduced). A kernel sliding over an image. At each output location the kernel (a small grid of weights,
here a 3×3 box) is laid over the matching input neighborhood; each input pixel is multiplied by the weight resting on
it, and the products are summed into the single output pixel beneath the kernel's center. The same weights are used
at every position, and that sameness is what makes it a convolution. Click any output pixel to light up its
neighborhood and see its weighted sum written out, then click an input pixel inside that footprint to isolate the single
term it contributes (a pixel outside the footprint contributes nothing). Drag a kernel cell up or down, or pick a preset
(box, Gaussian, sharpen, edge, shift, identity), to change the weights and watch every output pixel follow; the shift
kernel makes shift-invariance concrete by translating the whole image by one pixel. Press "animate" to sweep the
selection across every output. The input can be a photo or a synthetic test pattern with its own sliders, and a
resolution slider sets the grid size.

Two properties of this scheme are important. First, it is linear: each output pixel is a weighted sum of input values
with fixed weights, so scaling the input scales the output, and adding two images adds their outputs. Second, it is
shift-invariant: the same kernel applies at every pixel, so the operation does not care where in the image you are.
Formally, writing  for a shift by  pixels, a shift-invariant operation commutes with shifting, :
shift the input and the output just shifts to match. Such an operation is linear and shift-invariant (LSI). This
characterization assumes an infinite grid or compatible periodic boundaries; finite-image extensions require
separate attention below.

Both conditions are real constraints, and it helps to watch one break. A graduated neutral-density filter (the kind
that darkens the sky at the top of the frame while leaving the foreground alone) multiplies each pixel by a factor
that depends on its row, say . That is still linear (scaling the input scales the output), but it is
emphatically not shift-invariant: slide the image down and the darkening falls on different content. So it is a linear

Sd d F(Sd x) = Sd F(x)

(1 − y/ymax)
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operation that is not a convolution. Convolution is the well-behaved special case where the rule is identical
everywhere, and that uniformity is exactly what later lets the Fourier transform pry it open.

💡  BIG LESSON (L6.4) — A CONVOLUTION IS A SHIFT-INVARIANT WEIGHTED SUM

A convolution uses fixed weights that depend on displacement, not on image values or absolute
position. On an infinite or periodic grid it is linear and commutes with shifts. The kernel can be
small or span the image. Its support determines the work of direct filtering; finite boundaries
determine where the shift-invariance model applies.

Sidebar 1: when blur is not a convolution

Defocus varies with scene depth, camera rotation produces position-dependent image motion, and
aberrations can vary across the field. These effects may remain linear in scene intensity for fixed
geometry while requiring different point-spread functions at different locations. A nearly constant
PSF over a small patch can justify a local convolution. At depth or motion boundaries, occlusion can
invalidate that approximation. Chapter 6.7, Image formation as a linear system treats general
operators and Chapter 16.4, Blind deblurring develops camera-motion models.

A linear model lets us study which patterns a measurement preserves and which it attenuates. Physical mixing
must act on linear-light values. Filtering encoded values is a different operation, even when the same arithmetic is
used; Chapter 4.3, Encoding: linear, gamma or log explains the distinction.

The algorithm itself is a short loop. Zero the output, then for every output pixel, walk over the kernel, multiply each
input neighbor by its weight, and accumulate:

assuming the kernel's coordinates are centered on zero. The minus signs on the kernel coordinates are the flip: each
input neighbor is multiplied not by the weight at its own offset but by the weight at the opposite one. That flip is
exactly what separates convolution from correlation, and why it matters is the subject of the next section.

Algorithm 2

for each output pixel (x, y):
    out[x, y] = 0
    for each kernel offset (x', y'):
        out[x, y] += in[x + x', y + y'] · g[-x', -y']
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Properties: the impulse, normalization, symmetry, commutativity

in the book ↗

A handful of properties make convolution pleasant to work with, and the slickest way to expose them is to feed the
filter the simplest possible input: one bright pixel on a black background, the impulse  (the discrete Dirac /
Kronecker delta, one at the origin, zero everywhere else).

Convolve an impulse with a kernel and you get the kernel back, stamped at the impulse's location. The flip explains
why: every output pixel asks "where did my light come from?", and the only nonzero input is the single bright pixel,
so each output simply picks up the kernel weight that connects it to that pixel, tracing out the kernel. This output
carries a name borrowed from optics: the point spread function (PSF), or impulse response. It is literally how the
system spreads a single point of light, the very blob you saw around the streetlight. So the kernel, the impulse
response, and the PSF are three names for one thing, with an immediate practical corollary: to discover what a
filter does, feed it an impulse and read off the kernel. This is the single best debugging input for convolution code,
and we will lean on it.

Video 2. Video: But what is a convolution?, by 3Blue1Brown (YouTube).

δ
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impulse δ (input)

convolution δ ∗ k → the kernel, as drawn (PSF)

correlation δ ⊗ k → the kernel, mirrored

0

kernel k — drag the bars

(asymmetric by default)

Figure 6.2.9 (reproduced). Impulse in → kernel out. Convolving a single bright pixel (an impulse , left) with a kernel
reproduces the kernel itself at that location (right): the output is the point spread function / impulse response, how
the system spreads one point of light. Because the impulse isolates a single input, the output traces the kernel
directly, which is why an impulse is the canonical test input for any convolution.

Sidebar 3: debugging a convolution

Convolve an interior impulse with an asymmetric kernel: the output should reproduce that kernel in
its declared offset coordinates, not its flipped version. A constant tests unit-sum weights only where
the boundary extension also preserves constants. A single nonzero off-center tap tests shift direction.
A ramp tests derivative sign and scale, and an edge tests the step response. Start in one dimension
and calculate a few outputs by hand. See Figure 6.2.9.

A straight step edge gives another measurement. Under locally shift-invariant blur, differentiating its edge-spread
function gives the line-spread function, the PSF integrated along the edge direction. One edge orientation gives one
projection, not the full two-dimensional PSF. A natural edge also includes its original softness, texture, noise, and
earlier processing; controlled slanted-edge targets are used for quantitative MTF measurement.

δ
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The identity element follows at once: convolving with the impulse leaves the image untouched, , because
reading "where-from" with a kernel that points only at yourself just copies you. The remaining properties:

Normalization: weights summing to one preserve a constant signal when the boundary rule preserves that
constant. This is not a guarantee that every finite crop preserves total energy. Derivative weights sum to zero;
do not normalize them to one.

Commutativity and associativity: on the full domain,  and . Consistent
circular convolution has the same properties. Cropping and applying a fresh boundary extension after each
pass can change the result.

Linearity and shift-invariance together give the Fourier representation. Linearity alone does not make an
operator diagonal in Fourier coordinates.

A blur zoo

in the book ↗

With the mechanics settled, the only choice left is the kernel's shape. Two are worth knowing.

The box filter gives every sample in a  window weight . Its square footprint is not
rotationally symmetric, and its frequency response has lobes and zeros. However, its nonnegative weights cannot
create overshoot beyond the neighborhood’s range; a blurred step becomes a ramp, not a ringing edge. Running
sums can make large box averages inexpensive.

Figure 6.2.10 (reproduced). Read the impulse response off an edge. A real photo is blurred by a known Gaussian (
); a scanline across a crisp edge (the dark bird against a smooth background) gives the edge-spread function

(center, the blurred step). Differentiating it (right) recovers the line-spread function, the PSF's 1-D projection, which
lands squarely on the Gaussian actually applied. An edge is the integral of an impulse, so its derivative reads off the
kernel, no isolated bright pixel required.

σ = 4

I ∗ δ = I

I ∗ g = g ∗ I (I ∗ g) ∗ h = I ∗ (g ∗ h)

(2r + 1) × (2r + 1) 1/(2r + 1)2
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The Gaussian is the workhorse. Its weights fall off smoothly with distance from the center, following the bell curve

where  is the distance to the center and  (the standard deviation) sets the width, the blur's "radius" in spirit. Read
it back: a neighbor's weight decays exponentially with the square of its distance, so nearby pixels count for a lot and
far ones fade smoothly to nothing. The Gaussian is smooth, rotationally symmetric (no directional bias), and, as the
next chapter shows, uniquely well-behaved in frequency, which is why it is the default blur almost everywhere.

Run both on an actual photograph and the difference in feel is plain: the box smears fine texture into faintly blocky,
slightly directional mush, while the Gaussian dissolves it smoothly and isotropically. Use a Gaussian when the blur
should look natural (Figure 6.2.13).

g(r) ∝ exp(−
r2

2σ2
), (11)

r σ

Figure 6.2.12 (reproduced). The blur zoo: box vs. Gaussian. Top, the 1-D profiles: the box is flat then drops to zero
abruptly; the Gaussian is a smooth bell that decays with distance, truncated near ±3σ. Bottom, the matching 2-D
stencils (the actual weight grids). The box's hard edge causes directional blurring and faint ringing; the Gaussian's
smooth falloff is isotropic and artifact-free, which is why it is the default. Both are normalized to sum to one so
brightness is preserved.
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Better than reading about them, you can try the blurs directly (Figure 6.2.14): switch kernels, change the width, and
watch what each does to real texture.

Figure 6.2.13 (reproduced). The blur zoo on a real photo. The two everyday blurs, a box average (top) and a
Gaussian (bottom), run on the same detailed photograph at increasing radius, matched per column to the same
amount of smoothing ( , equal second moment) and computed in linear light. The box's hard square
window leaves a blockier, faintly directional smear; the Gaussian's smooth falloff degrades fine-scale texture
gracefully and without a preferred direction, the reason it is the default blur.

σ ≈ r/√3
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original Gaussian blur

kernel

Gaussian, σ = 3.0 px

Figure 6.2.14 (reproduced). A blur playground. Pick a photo and a blur kernel (box, disk, triangle, the "bilinear" tent,
or Gaussian) and set its size; the original and the blurred result sit side by side, with the kernel drawn below. Box,
triangle, and Gaussian factor into two cheap 1-D passes; the disk is a true 2-D circular average, the shape a
defocused lens paints (→ Chapter 2.5, Depth of field).

An ideal Gaussian has infinite support. At a distance , its weight is  of the peak; a one-dimensional
cut at  discards about 0.27% of the mass. Choose support for the required accuracy and renormalize the
sampled, truncated weights. Square truncation preserves separability; circular truncation generally does not.
Sampling and truncation make rotational symmetry approximate.

To simulate physical mixing, decode to linear light, filter, then encode for display. Aesthetic smoothing can
deliberately use another space, but it should be named. Linear-light processing is essential when the blur is part of
a calibrated forward model. For images with transparency, filter premultiplied color and alpha consistently to avoid
color bleeding from transparent pixels.

The visible encoding error is easiest to see where black meets white. Averaging their encoded values gives a middle
code value; decoding that value generally yields less light than averaging the original linear intensities. A blurred
highlight can therefore acquire a dark transition when filtering is done in the display encoding. The arithmetic is
still linear in the stored numbers, but it no longer represents linear mixing of light.

Linear sharpening

in the book ↗

3σ e−9/2 ≈ 0.011
±3σ
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Blur mixes a pixel with its neighbors; sharpening does the opposite, making each pixel more different from its
neighbors. Where the image is flat the neighbors agree and there is nothing to do; where a pixel stands out, at an
edge or a fine texture, sharpening exaggerates the difference so the feature reads crisper.

There is an equivalent way to say it that ties straight back to blur. A blurred copy of an image is its smooth, low-
detail part, so whatever the blur removed is exactly the fine detail: . Sharpening is amplifying
that detail, putting it back with a gain :

This is the unsharp mask, and because every piece is linear it collapses to a single convolution,

a kernel with a tall positive spike at the center (the identity ) minus a scaled blur around it: positive in the middle,
negative in the surround. For a unit-sum blur, this kernel also sums to one and preserves a constant.

They form a small family, differing only in the blur  (equivalently, the band of detail) they amplify:

Unsharp mask. Take  a Gaussian;  is a high-pass, everything finer than the Gaussian, and its radius
( ) and amount ( ) are the two sliders every photo editor exposes.

Laplacian. At a one-pixel radius the classic sharpening kernel is a  center with four  neighbors (the
identity minus the discrete Laplacian): the same idea at the smallest scale.

Difference of Gaussians (DoG). Rather than one blur, subtract a wider Gaussian from a narrower one,
 with . This is a band-pass: it isolates one band of detail (features near a chosen

scale) instead of all detail at once, so a DoG can boost medium-scale texture without amplifying the finest pixel
noise. For nearby scales, a suitably scaled DoG approximates a Laplacian-of-Gaussian up to sign. It also
supplies a simple model of center-surround responses and a filter for blob detection.

Sharpening with a DoG is then just

Because all of these are linear convolutions they inherit this chapter's machinery, separability included (each
Gaussian factors into a row pass and a column pass). Two failure modes limit linear sharpening: it amplifies noise
along with detail (noise lives in the same high band), and it overshoots strong edges into bright and dark halos.
Curing those needs the nonlinear, edge-aware sharpening of Chapter 8.8, Sharpening.

detail = in − g ∗ in

k

out = in + k (in − g ∗ in). (12)

out = ((1 + k) δ − k g) ∗ in, (13)

δ

g

g in − g ∗ in
σ k

+5 −1

DoG = Gσ1 − Gσ2 σ1 < σ2

out = (δ + k (Gσ1 − Gσ2)) ∗ in. (14)
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Figure 6.2.16 (reproduced). Linear sharpening in one and two dimensions. Laid out like the blur figure of the
previous section: input on the left as a 1-D signal (top) and a 2-D image (below, a draggable scanline links them), the
sharpening kernel in the middle, the sharpened output on the right. A menu picks the filter (unsharp mask,
Laplacian, or difference of Gaussians) and sliders set the amount  and the scale(s) ( , plus the ratio  for the
DoG). As  rises the center-positive, surround-negative kernel deepens and the output's edges gain overshoot; the
DoG's band-pass picks which scale of detail is boosted.

Gradient and oriented filters

OPTIONAL
in the book ↗

Not every useful kernel blurs. The most important non-blurring kernel measures change (how fast the image
brightens or darkens as you step across it) and that turns out to be the foundation of edge detection.

With pixel spacing , a forward difference is . The weights  act as a
correlation stencil at offsets . Under this chapter’s convolution convention, the same operation has 
and . State the offsets as well as the weights: a two-tap stencil has no central sample. A ramp
increasing to the right must produce a positive derivative.

A grayscale image is a two-dimensional function (a brightness landscape with hills and valleys) so its derivative is
not a single number but a gradient: a vector that, like the slope of a hill, points in the direction of steepest
brightening and is perpendicular to the contours of constant brightness (Figure 6.2.17, right). Its two components
are exactly the horizontal and vertical partials,  and , which is why we estimate each with its own finite-
difference kernel.

k σ σ2/σ1

k

h Ix[i] = (I[i + 1] − I[i])/h [−1, +1]/h
0, 1 g[−1] = 1/h

g[0] = −1/h

Ix Iy
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💡  BIG LESSON (L6.6) — DIFFERENTIATION IS CONVOLUTION

Finite differences are convolutions with signed kernels under a declared indexing convention.
In the continuous setting, : convolving with a derivative-of-Gaussian
differentiates a smoothed image. Gradient components are linear; gradient magnitude,
thresholding, and a complete edge detector generally are not.

Differencing increases the contribution of rapidly varying noise. Sobel combines a difference along one axis with
smoothing along the other. The following displayed matrix is a correlation stencil, using image coordinates with 
rightward and  downward:

Divide its response by  to estimate a derivative in intensity per unit distance on a linear ramp. For convolution,
flip the displayed stencil, which negates it. Its transpose gives the vertical stencil under the same convention.

The smoothing is what Sobel buys. Scaled by 1/4, it gives a step edge the same height of response as the plain
difference , but it averages three rows, weighted 1, 2, 1, before differencing. On independent pixel noise of

∂x(g ∗ I) = (∂xg) ∗ I

Figure 6.2.17 (reproduced). From derivative to gradient. Left, in 1-D the derivative is the slope of the tangent to the
curve. Right, in 2-D the gradient  is a vector that points in the direction of steepest ascent (uphill) and
is normal to the contours of constant value, the natural generalization of the slope to a brightness landscape. An
image's gradient is computed component-wise: a horizontal finite difference for , a vertical one for .

∇f = (fx, fy)

Ix Iy

x

y

Sobelx = ,
⎡

⎢

⎣

−1 0 +1

−2 0 +2

−1 0 +1

⎤

⎥

⎦

(15)

8h

[−1, 1]
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standard deviation , the plain difference has noise  and the scaled Sobel , about 1.6 times
less. The price is resolution: Sobel's response to an edge is two pixels wide (Figure 6.2.18).

Stacking the two partials into a vector gives the image gradient , the brightness-landscape gradient of
Figure 6.2.17 applied to a real image. Two numbers fall out of it, both central to vision:

The magnitude is large at strong intensity changes, which can be object boundaries, texture, or noise. The gradient
angle points across an edge; its tangent is perpendicular,  modulo . Thresholding magnitude gives a
simple detector. Canny adds smoothing, non-maximum suppression, and hysteresis.

s √2 s √12/4 s ≈ 0.87 s

Figure 6.2.18 (reproduced). The plain difference and Sobel on a noisy photograph, an arcade at ISO 6400. Both
filters are scaled to give the same step response, so the edges have the same height in both; in the flat regions the
Sobel output is visibly quieter. The noise measured in a flat patch of each derivative image is printed on its panel
beside the value predicted from the filter weights.

∇I = (Ix, Iy)

∥∇I∥ =√I 2
x + I 2

y (edge strength), θ = atan 2(Iy, Ix) (gradient orientation). (16)

θ + π/2 π
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Blur, gradients, and sharpening all share the same comfortable assumption: one kernel, applied the same way
everywhere. Before we lean on it, ask how well that assumption actually holds for the blur a real camera produces,
because that is where the clean theory meets messy optics. (The linear sharpening above is only the start; its
nonlinear, edge-aware forms are the Chapter 8.8, Sharpening chapter, and undoing a blur exactly, deconvolution,
comes later still.)

Figure 6.2.19 (reproduced). Gradient via Sobel. From left: the input image; the horizontal Sobel response  (vertical

edges light up); the vertical Sobel response  (horizontal edges light up); and the gradient magnitude , an

edge-strength map that is bright on contours and dark in smooth regions. The Sobel kernel pairs a finite-difference
derivative on one axis with a small smoothing on the other for noise robustness.

Ix

Iy √I 2
x + I 2

y
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even odd

photo (grayscale) kernel, 19 × 19 energy (bright: structure at θ, λ)

the bank (even kernels; click one)

λ = 5

λ = 9

0° 30° 60° 90° 120° 150°

Figure 6.2.20 (reproduced). An oriented filter at one scale and orientation, and the bank it belongs to. The kernel is a
Gaussian envelope times a cosine (even: bars and lines) or a sine (odd: edges) across the chosen orientation. Either
response alone depends on where the feature sits within the filter's cycle; the energy √(even² + odd²) does not, which
is what makes the pair a detector of oriented structure rather than of one particular phase. Interactive: set the
orientation and wavelength or click a filter in the bank, and switch between the even response, the odd response and
their energy.
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input (RGB)

vertical edge, after ReLU

vertical edge
asymmetric

horizontal edge
asymmetric

diagonal edge
asymmetric

blur
symmetric

centre-surround
symmetric

red − green
symmetric

blue − yellow
symmetric

oriented stripe
asymmetric

tiles: gray = 0, each channel's weight in its colour. Hand-built kernels, not from a trained network.

Figure 6.2.21 (reproduced). The first layer of a convolutional network, as kernels of the kind this chapter builds by
hand. Eight small RGB kernels (three edge detectors, a blur, a center-surround, two color opponents and an oriented
stripe) and the feature map each produces, with the ReLU that the layer passes on. The switch between correlation
and convolution is the point: a library's "convolution" layer computes the correlation, and flipping the kernels
mirrors the response of every asymmetric one. The kernels here are hand-built, not taken from a trained network.
Interactive: choose correlation or convolution, turn ReLU off to see the signed maps, and click a map to enlarge it.

Why Fourier

OPTIONAL
in the book ↗

We saw in Chapter 6.2, Convolution that convolution is a linear operator, and a linear operator is just a matrix.
Stack an image's pixels into one long vector , and a blur becomes a single large matrix  that carries the sharp
image to the blurred one, . Here is the catch. That matrix is enormous, and painful to reason about and,
above all, to invert: undoing the blur means untangling all the overlapping neighborhoods at once, and a clean,
local operation can have a thoroughly non-local undo. You cannot eyeball a million-by-million matrix and
pronounce whether it can be undone. For zero-extended one-dimensional convolution, the matrix is Toeplitz, the
same kernel sliding down every row, constant along each diagonal, clean enough to draw. In 2-D that tidiness
fragments: once you flatten the grid into a vector, the matrix becomes a block-of-Toeplitz-blocks, far messier to
picture even though it is doing the very same local averaging. That is one more reason to change basis rather than
wrestle the matrix directly.

x M

y = Mx
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There is, however, one species of matrix that is trivial to understand and trivial to invert: a diagonal matrix. A
diagonal matrix has no cross-talk: each input coordinate is multiplied by its own scalar, independently of every
other. Inverting it is then trivial: divide each coordinate by that scalar. The entire difficulty of inversion shrinks to
one question per coordinate: how close is that scalar to zero? Dividing by a near-zero number is where all the
trouble lives.

So the goal is clear: we would love the blur matrix to be diagonal. In the pixel representation it is nowhere close.
But, and this is the pivot of the chapter, we are free to change how we represent the image, to describe it in a
different basis, and a linear operator that looks coupled and hard to invert in one basis can look perfectly diagonal
in another. The basis that diagonalizes convolution is precisely the Fourier transform. Change to the Fourier
representation and blur stops being a million-dimensional tangle and becomes, instead, a separate scalar
multiplication on each frequency, exactly the diagonal case we wished for. (For finite arrays, the DFT diagonalizes
circular convolution. An ordinary finite convolution can be embedded in a larger circular one by padding, as the
implementation below shows.)

💡  BIG LESSON (L6.8) — DIAGONALIZE WHEN YOU CAN

Express a linear operator in a basis where it becomes diagonal. A coupled, hard-to-invert
operation in one representation can be a list of independent scalar multiplications in another,
and scalars are trivial to understand, compose, and invert. Fourier diagonalizes convolution,
turning a blur into per-frequency multiplication. This is not a one-off trick: it is the single most
reusable move in applied linear algebra, and it returns for differential equations (the heat
equation, below), for principal components, and for nearly every inverse problem in this book.
The idea is already visible in the smallest possible case, a  matrix (Figure 6.3.3).2 × 2



And there is a bonus that makes Fourier feel less like a computational convenience and more like the right
language for images. We have already met spatial frequency once, back in perception: the contrast sensitivity
function (CSF) describes the eye's sensitivity as a function of how fine or coarse a pattern is, its spatial frequency
(see Chapter 3.4, Spatial and temporal vision). The visual system is, to a first approximation, organized by
frequency. So the Fourier view matches both the mathematics of convolution and the structure of human vision,
which is why frequency keeps reappearing: in JPEG compression, in image-quality metrics, in tone mapping. When
two unrelated considerations point at the same representation, that representation is usually the one to learn.

Complex waves are eigenvectors of shifts and convolution

OPTIONAL
in the book ↗

We have asserted that Fourier diagonalizes convolution. Here is the one-line reason, and it is the mechanical heart
of the chapter. Start with the simplest operator of all, a plain shift. Slide a complex sine wave  over by  and you
get : the same wave at the same frequency, only multiplied by a constant phase . A
complex exponential is therefore an eigenvector of translation, its frequency untouched and its eigenvalue a pure
phase. Now recall that a convolution is nothing but a weighted sum of shifts (the sum-of-translated-images reading
of the previous chapter). A weighted sum of shifts acting on our wave is a weighted sum of phases, still one number

Figure 6.3.3 (reproduced). The smallest example of diagonalizing. The symmetric matrix  looks coupled in
the  basis: the off-diagonal s mix the two axes. But its eigenvectors point along  and , i.e. at ,
and in that rotated basis it is simply : . Left: the algebra. Right: the geometry on
the standard plane; the unit circle (dotted) maps to an ellipse (solid) whose axes lie exactly on the  eigenvectors,
stretched  along the diagonal  and left unchanged ( ) across it. Rotate to the eigenbasis and the coupling
vanishes, leaving two independent scalings, diagonalization in miniature.

M = [ ]

2 1
1 2

x, y 1 (1, 1) (1, −1) ±45∘

diag(3, 1) M = R45∘ diag(3, 1)R⊤
45∘

45∘

×3 u1 ×1

eiωx d

eiω(x−d) = e−iωd eiωx e−iωd
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times the same wave, so a complex exponential is automatically an eigenvector of every convolution as well.
Concretely, feed a pure sine wave into any convolution, any blur, and what comes out is the same sine wave, same
frequency, only with its amplitude scaled and its phase possibly shifted (Figure 6.3.4). The wave is never bent into a
different frequency; it is merely turned down (or up) and slid over. In the language of linear algebra, the complex
exponentials are the eigenvectors of convolution, and the per-frequency scale factor is the eigenvalue. Symbolically,
convolving a wave  by a kernel  just multiplies it by a number  that depends only on the frequency:

A shift-invariant linear filter preserves frequency. Its complex gain can change amplitude and phase. A normalized
smoothing kernel has gain one at DC and generally attenuates fine detail, but its response need not decrease
monotonically: a box filter has zeros and side lobes. A real sinusoid stays sinusoidal; when its phase changes it is
not, by itself, a real eigenvector.

Because every frequency is scaled independently, the whole convolution, written in the Fourier basis, is diagonal:
the eigenvalues  sit on the diagonal and nothing else. This is the convolution theorem, and it is the sentence to
memorize:

Convolution in space is multiplication in frequency: transform the image and the kernel, multiply their spectra
frequency by frequency, transform back. Everything else in this chapter is a consequence of that single identity.

eiωx g ĝ(ω)

g ∗ eiωx = ĝ(ω) eiωx. (17)

ĝ(ω)

F{I ∗ g} = Î ⋅ ĝ. (18)

Figure 6.3.4 (reproduced). Sine waves are the eigenvectors of convolution. A pure sinusoid (top) convolved with a
blur kernel comes out (bottom) as the same sinusoid, identical frequency, only reduced in amplitude and slightly
shifted in phase. No new frequencies appear. The amount of attenuation is the kernel's Fourier coefficient  at that
frequency: large for low frequencies, near zero for high ones, which is why blur is a low-pass filter.

ĝ(ω)
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Once you accept that a kernel's Fourier transform is its per-frequency gain, you can read a filter's entire behavior
off the shape of , and conversely recognize a kernel from its spectrum. We gather the handful of kernels that recur
most, and their spectra, alongside the other canonical transform pairs in the bestiary below.

exp(iωn) as a helix: real part up, imaginary part into the page (drag sideways to turn it)

before: exp(iωn) after convolution: H(ω)·exp(iωn) (faint: behind the axis)
H(ω) in the complex plane

unit circle

H = 0.788 + 0.359i

|H| = 0.866 arg H = 24.5°

real parts: cos(ωn) and |H| cos(ωn + arg H) phase shift 24.5° = advance of 0.53 samples

n = 0 n = 4 n = 8 n = 12 n = 16 n = 20 n = 24

Figure 6.3.5 (reproduced). Why the eigenvectors are complex. A complex wave drawn as a helix goes through a
kernel and comes out the same helix: same pitch, radius multiplied by |H(ω)|, and turned by arg H(ω). A symmetric
kernel gives a real H, so it only scales (and flips sign where H is negative); an asymmetric one turns the helix, which
on the real part below is the phase shift, in degrees and in samples. The phasor inset is H(ω) itself. Interactive: choose
the kernel and the frequency, and drag the helix sideways to turn the view.

Definition: one coefficient per wave

OPTIONAL
in the book ↗

Here is the transform itself, in words first. Instead of describing an image by one value per pixel, the Fourier
transform describes it by one coefficient per sine wave. We fix a family of sinusoidal patterns, waves of every
frequency that fit in the image, and ask, for each one, how much of that wave is present? The list of answers is the
Fourier transform  of the image, and because the operation is perfectly reversible, that list carries exactly the same
information as the original pixels: it is the same image, written in a different alphabet.

ĝ

Î
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For an -sample one-dimensional signal the recipe is a sum: one output coefficient  for each frequency index
. This is the discrete Fourier transform (DFT):

Read it back in words: to find how much of frequency  the signal holds, slide a wave of that frequency across the
signal, multiply point by point, and add up, a dot product between the signal and that wave. The complex
exponential  is just a compact way to carry a cosine and a sine of frequency  together, by Euler's formula

so the real part of  measures the cosine content and the imaginary part the negative of the sine projection. Why
carry both? Because a single frequency can appear at any phase, shifted left or right, and a cosine and a sine of that
frequency together can reproduce a wave of that frequency at any phase and amplitude. One pair, one cosine and
one sine, per frequency. (The naive sum costs , but the fast Fourier transform (FFT) computes the very same
coefficients in , the algorithm that made Fourier methods practical, and the reason spectral tricks are
cheap in code.)

Sidebar 5: who was Euler?

Leonhard Euler (1707–1783) was the most prolific mathematician who ever lived: he
kept publishing for years after going blind, dictating from memory. The formula just
above, , is his, and it is what lets a single complex exponential
carry a cosine and a sine together, the bookkeeping that makes the Fourier transform
compact. His reach into this book is wide: the Euler–Lagrange equations we set to
zero to minimize an energy (optical flow, Poisson blending), and the Eulerian "watch
a fixed location" view of motion that names half of Chapter 12.4, Feature tracking and all of Chapter
38.3, Motion and video magnification. Portrait: by Jakob Emanuel Handmann, 1753, public domain
(via Wikimedia Commons).

⚠️  So many Fourier conventions

We use a negative exponent on the forward DFT and divide the inverse by the number of samples.
Check the sign, normalization, and frequency units when translating formulas into code. A
continuous transform, a Fourier series, and a finite DFT also describe different signal domains; they
are not interchangeable definitions of the same array operation.

N Î(u)
u

Î(u) =
N−1

∑

x=0

I(x) e−2πi ux/N . (21)

u

e−2πi ux/N u

eiθ = cos θ + i sin θ, (22)

Î(u)

O(N 2)
O(N logN)

eiθ = cos θ + i sin θ
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The waves are mutually orthogonal. With our unnormalized forward transform, each row of its matrix  has norm
, so , where  is the conjugate transpose. Dividing both transform matrices by  gives the

unitary convention used in geometric illustrations. The inverse of our DFT is

Figure 6.3.8 (reproduced). So many Fourier conventions: beware the "flavors." Two light illustrations of the same
warning: the same Fourier transform comes in many cosmetically different "flavors" (complex exponential versus real
sine/cosine, where the  lives, the normalization, the sign of the exponent, continuous transform versus series versus
DFT), each genuinely correct, none digit-for-digit interchangeable. The point is the lesson: there is no single canonical
formula, only a convention you must pin down before trusting any equation or dropping it into code.

2π

F

√N F −1 = F ∗/N F ∗ √N

I(x) =
1

N

N−1

∑

u=0

Î(u)e2πiux/N . (23)
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It adds the waves with their complex coefficients. The frequency index  corresponds to  cycles per sample,
with indices above half the array interpreted as negative frequencies. In two dimensions the exponent becomes

, we sum over both pixel coordinates, and the inverse has factor .

u u/N

−2πi(ux/W + vy/H) 1/(WH)





Read that inverse the other way and it becomes the most concrete statement of what the transform means: the
signal is the sum of the basis waves, each weighted by its own coefficient. It is easiest to feel in one dimension first
(Figure 6.3.10): a short signal is a sum of cosines, one per frequency, and adjusting a single wave's amplitude and
phase reshapes the signal in the obvious way.

signal (sum of the cosines below)

basis cosines × their coefficient (click to select):

f=0 f=1 f=2 f=3 f=4 f=5 f=6 f=7 f=8

oscillator amplitudes (0–1):

click a cosine or a bar to select it, then use the amplitude / phase sliders to change it — the signal rebuilds.

Figure 6.3.10 (reproduced). A 1-D signal is a sum of weighted, phase-shifted cosines. Top, the signal; middle, the basis
cosines each drawn at its true weighted contribution (they sum to the signal); bottom, the amplitude spectrum, one bar
per frequency. Click a cosine or a bar to select it, then set that wave's amplitude and phase with the two sliders and
watch the signal rebuild. This is "one coefficient per wave" in its simplest form, the warm-up to the 2-D image version
below.

Figure 6.3.9 (reproduced). The DFT as a change-of-basis matrix. Each row is one basis wave, a cosine (real part) and a
sine (imaginary part) of a given frequency, from the flat constant term at the top through ever-finer ripples below.
Multiplying this matrix by the flattened image computes, row by row, the dot product of the image with each wave, i.e.
how much of each frequency it contains. Because the rows are orthonormal, the matrix is its own (conjugate-
transpose) inverse: the same waves reconstruct the image from its coefficients.
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The same holds for an image, now with waves in two dimensions. Every picture, however busy, is a stack of plain 2-
D sinusoids added together, and the Fourier transform is nothing more than the list of how much of each one to
add. You can see this directly (Figure 6.3.11): dial the resolution down to a handful of waves, watch a recognizable
image fall out of their sum, and click any single wave to see exactly what it contributes.

Figure 6.3.11 (reproduced). An image is the sum of weighted sine waves. An image, downsampled to , sits beside
the  grid of basis waves that sum to it, each shown at its true weight, and the Fourier transform, the two-sided
magnitude of those weights with the constant (DC) term at the center. The panels are one fact in several views: the
picture is exactly the pile of tiles in the middle, and the spectrum records how much each tile contributes. Because the
image is real, the coefficients come in conjugate pairs, so the grid and the spectrum are point-symmetric about the
center, every wave appearing together with its mirror twin. Click any wave, or any coefficient, and it and its conjugate
light up in every panel; toggle the image panel to emphasize that one wave, redrawing the whole picture with it boosted

 and every other halved, so you can see what a single frequency contributes on its own. A button on the grid cycles
how the waves are drawn: weighted (their true contributions, which sum to the image), unweighted (every basis wave
at equal amplitude, the raw dictionary), and false color, where each tile still shows its wave but tinted by the
coefficient's phase (hue) and magnitude (brightness), so conjugate pairs appear in complementary colors. The input
can be a photo or one of a set of synthetic test patterns (an edge, a Dirac, a zone plate, a box, a disk, a radial sinc, a
Gaussian), each a textbook transform pair worth reading off the spectrum: the Dirac's flat spectrum, the box's sinc, the
disk's jinc, the Gaussian's Gaussian, the zone plate's self-similar rings.

k × k

k × k

×4
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We can add waves in increasing frequency order, or in decreasing contribution to signal energy (Figure 6.3.12). A
low-pass reconstruction of a sharp pulse rings near its edges. For a continuous discontinuity, Fourier-series
overshoot persists while its affected region narrows, the Gibbs phenomenon. A finite DFT with every coefficient
restored reproduces the original samples exactly; the intermediate ringing must disappear at those samples.

Figure 6.3.12 (reproduced). Building a 1-D signal one cosine at a time. Top, the target signal (a rectangular pulse,
faint) with the running reconstruction through the frontier step drawn boldly on top. Below, a scrollable filmstrip with
one column per step: the unit cosine and the same cosine scaled by its coefficient. By default cosines are added largest-
coefficient first; a checkbox switches to lowest-frequency first. Step with prev / next, scrub the slider, or drag the strip;
a readout gives the fraction of the signal's energy captured so far. The pulse makes the Gibbs overshoot at the two
edges plain, and shows it persisting as higher frequencies are added rather than shrinking away.

The same two orderings carry over to an image (Figure 6.3.13). Add the waves back lowest-frequency first and the
picture blurs in from coarse to fine, the smooth tone first and the sharp detail last; sort them instead by amplitude,
largest first, and it assembles from the highest-energy strokes down. Either way the striking part is how few waves
it takes: a handful already give a recognizable image, because a natural photograph packs most of its energy into a
small number of low frequencies. That concentration is exactly what image compression exploits, keeping the large
coefficients and discarding the swarm of tiny ones, and it is the thread we pick up again with the DCT and JPEG.
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Figure 6.3.13 (reproduced). Building the image one wave at a time. A scrollable filmstrip with one column per step,
reading top to bottom: the basis wave at unit size, the same wave scaled by its coefficient (its true contribution), and
the image reconstructed so far through that wave. By default the waves are added lowest-frequency first, a spectrum-
shell reconstruction that blurs in from coarse to fine, the smooth tone settling first and the sharp detail arriving last. A
checkbox switches the ordering to largest-coefficient (amplitude) first instead: the greedy order that reaches a given
fidelity in the fewest waves, which is exactly what image compression exploits, keeping the big coefficients and
discarding the swarm of tiny ones. The two orders are the fixed-versus-greedy contrast at the heart of transform
coding. Step with prev / next, scrub the slider, or drag the strip; scrolling snaps to whole steps so every tile is a
complete reconstruction, and a running readout gives the fraction of the image's total energy captured so far, which
climbs steeply at first and then crawls, the quantitative face of "a few waves are almost the whole picture." The input
can be a photo or a synthetic test pattern (edge, Dirac, zone plate, box, disk, radial sinc, Gaussian), which make the
ordering vivid: reconstructing a disk shows the ringing of its jinc spectrum grow and settle.

Sidebar 6: Fourier and the heat equation

This Fourier transform was not invented for images. Jean-Baptiste Joseph Fourier (1768–1830) was
trying to solve heat diffusion in a one-dimensional rod with a given initial temperature profile, and
the governing equation was a coupled mess. His move, in 1807, was to write the temperature as a
sum of cosines, and in that basis the heat equation diagonalizes: each frequency evolves entirely on
its own, and a single cosine simply decays exponentially in time ( ), the highest frequencies
fastest, so any profile smooths out. The cosines are the eigenfunctions of the Laplacian (the diffusion
operator), the same reason Fourier diagonalizes our convolutions. Notice what separation of
variables has handed us: the two canonical solution families of linear differential equations meeting
in one problem, sine waves in space and exponentials in time. The spatial sinusoids set the basis;
their amplitudes decay as , the finest ripples dying first, so a general profile melts smooth while

∝ e−k2t

e−k2t
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a single sine merely fades in place without changing shape (Figure 6.3.14). The lesson reaches far
past heat: for almost any linear ordinary differential equation (ODE) or partial differential equation
(PDE), find the eigenbasis and a coupled system decouples into independent scalar equations whose
solutions are plain exponentials ( ) or, for oscillatory systems, sine waves. Diagonalizing is the win.eλt

Figure 6.3.14 (reproduced). Heat diffusion in 1-D: sines in space, exponentials in time. Left, a general 1-D temperature
profile (amplitude vs. position) shown at successive times, every wiggle softens, the sharpest features vanishing first,
until the profile flattens. Right, the same equation acting on a single sine wave: it keeps its exact shape and position
and simply decays in place, its amplitude shrinking as . The two panels are the same fact: in the Fourier basis the
coupled diffusion decouples into independent modes, each a spatial sinusoid whose height falls off exponentially in
time, the highest frequencies fastest.

e−k2t
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Everything above assumed a grayscale image, one coefficient per wave. Color needs nothing new: run the same
transform on each channel, giving three sets of coefficients. Every statement here holds channel by channel, so we
develop it in grayscale and apply it thrice.

The matrix view makes the computation especially concrete. Put one sampled basis wave in each row of the
transform matrix, using the complex conjugate for the forward projection. Multiplying that row by the image
computes one coefficient. There is no separate linear system to solve because the basis waves are orthogonal;
normalization supplies the inverse scale. The same basis works for every circular convolution, so changing the blur
changes the diagonal gains rather than the basis itself.

Reading an image's Fourier transform

OPTIONAL
in the book ↗

For a 2-D image the recipe is the same with two frequency indices , horizontal and vertical, so the transform is
itself an image, the same size as the original, with a value at each frequency. We display it as two pictures: a
magnitude (how much of each frequency is present) and a phase (where each wave sits). A handful of properties
make these readable.

First, a real image has a conjugate-symmetric spectrum: the coefficient at frequency  is the mirror of the one
at , so half the coefficients are redundant and the magnitude image is point-symmetric about its center.
The very low frequencies (slow, large-scale variation) sit near the center; the high frequencies (fine detail, sharp
edges) sit out toward the corners. Many photographs have larger individual coefficients at low frequencies, so a
typical per-coefficient magnitude spectrum is bright in the middle and dim at the edges, often with bright streaks
where strong oriented structure (a horizon, a picket fence) lives. Set a real photograph beside its log-magnitude
spectrum and you can read these correspondences off directly (Figure 6.3.15): the bright center is the smooth tone,

Video 3. Video: But what is the Fourier Transform? A visual introduction, by 3Blue1Brown (YouTube).

(u, v)

(u, v)
(−u, −v)
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oriented scene edges show up as bright streaks through the center, and fine texture fills the outskirts. (Beware: the
cyclic wrap-around assumption itself injects a cross of horizontal and vertical power, from the discontinuity where
the image's left edge meets its right; serious analysis windows the image first to suppress it.)

That cat has some serious periodic components

Figure 6.3.16 (reproduced). xkcd #26 "Fourier", Randall Munroe, xkcd.com/26 (CC BY-NC 2.5).

A second reading aid is to manipulate the spectrum and watch what returns. Because filtering is multiplication in
frequency, we can low-pass or high-pass a real photo by hand: transform it, multiply the spectrum by a mask, a disk
that keeps only the center, or its complement that keeps only the outside, and transform back (Figure 6.3.17). Keep
the center and the fine detail is gone: a smooth, blurred image, since the detail lived in the high frequencies we
deleted. Keep the outside and only the edges and texture survive, the smooth tone subtracted away. This is the
convolution theorem turned into an operation you can watch.

Figure 6.3.15 (reproduced). Reading a real photograph's Fourier magnitude. Left, a photo with strong oriented edges;

right, its log-magnitude spectrum , with DC at the center (fftshift). The correspondences are labeled: the
bright center is the DC and low frequencies (the smooth, large-scale tone); strong oriented edges in the scene produce
bright streaks through the center; fine texture and detail land in the high-frequency outskirts. The image is windowed
before the transform so the wrap-around boundary cross does not drown the genuine oriented structure.

log(1 + |Î|)

https://xkcd.com/26/
https://xkcd.com/26/
file:///Users/fredodurand/MIT%20Dropbox/Fredo%20Durand/Comp-Photo-Book/previews/06-linear-methods-and-fourier-analysis-03-fourier.html#fig-xkcd-26
file:///Users/fredodurand/MIT%20Dropbox/Fredo%20Durand/Comp-Photo-Book/previews/06-linear-methods-and-fourier-analysis-03-fourier.html#fig-fourier-read-spectrum


This low-pass/high-pass split is so useful that retouchers reinvented it by hand, without ever transforming to the
frequency domain. The technique is called frequency separation, and it is a staple of portrait and product editing in
Photoshop: blur a duplicate layer to isolate the low frequencies (the smooth tone and color transitions), subtract
that from the original to recover the high frequencies (the pores, hairs, and fine texture) on a second layer, and then
edit each independently: even out blotchy skin tone or color on the low-frequency layer while leaving pore detail
perfectly crisp on the high-frequency layer, or vice versa. It is exactly the two-band decomposition above (a low-
pass plus its high-pass complement, which sum back to the original), arrived at pragmatically by photographers
who needed to touch tone and texture separately; the major retouching tutorials walk through the layer recipe in
detail (Frequency separation (Photoshop retouching technique)).

Figure 6.3.17 (reproduced). Filtering a real photo by masking its spectrum. From left: the photo; its spectrum with a
low-pass disk drawn on it (keep inside); the inverse transform after low-pass masking, a smooth, blurred image (the
fine detail, which lived at high frequencies, is gone); the inverse transform after the complementary high-pass mask,
just the edges and texture on a mid-gray (the smooth tone removed). Multiplying the spectrum by a mask and
transforming back is "convolution in space = multiplication in frequency" performed by hand.
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2-D Fourier filtering

Image pyramid PRESETS low-pass high-pass band-pass notch

BRUSH radius 14 erase reset mask clear all

PHASE ⇄ MAGNITUDE — normal (edit mask) — other portrait

Original Spectrum — paint to filter Reconstruction

Filtering uses grayscale code values and periodic boundaries. Brush edits are mirrored at the

conjugate frequency to preserve a real image. Reconstruction clips to [0,1], so negative high-pass
values appear black. Magnitude-only and phase-only views are separately stretched to their own

ranges.

Figure 6.3.18 (reproduced). Interactive: filter a real image in the frequency domain by hand. Three panels (the
image, its DC-centered log magnitude spectrum, and the reconstruction) update live as you paint a mask on the
spectrum. Presets do low-pass (keep the center → blur), high-pass (drop the center → edges), band-pass, and notch
(kill a couple of bright peaks → remove periodic striping). A phase⇄magnitude swap shows that phase carries the
structure. "Convolution in space = multiplication in frequency," made draggable.

Splitting the Fourier coefficients into three disjoint regions gives low, medium, and high frequency components
(Figure 6.3.19). Their sum reconstructs the image exactly because each coefficient belongs to one region. The visual
importance and energy of a band depend on the image and cutoffs. Laplacian pyramids offer a related multiscale
representation with overlapping responses rather than sharp frequency partitions (Chapter 6.6, Pyramids and
wavelets).
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Phase describes how waves line up to form edges and objects. Swapping the phases of two photographs often makes
each reconstruction resemble its phase donor (Figure 6.3.21). Magnitude still matters: it determines contrast and
the strength of each frequency, and can contain substantial information about shape and texture. A coefficient of
zero magnitude has no defined phase.

Figure 6.3.19 (reproduced). An image split into low, medium, and high frequency bands. From left: the photo; its
spectrum with the two ring boundaries drawn on (a low disk, a medium ring, the high outside); then the three bands
recovered by keeping only that region of the spectrum and inverse-transforming. The low band is the smooth tone and
large shapes; the medium band is the main features and edges; the high band is the fine texture (faint, because natural
images put little energy there). The three bands sum back to the original, a spectrum partitioned into concentric rings,
the conceptual seed of the Laplacian pyramid.
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Try the swap on two photographs with broadly similar magnitude spectra. Their common spectral statistics make
the importance of phase especially visible. It is a useful demonstration, not a guarantee for arbitrary images:
replacing the magnitude by zeros, or retaining only a few frequencies, destroys the picture regardless of its phase.

💡  BIG LESSON (L6.9) — PHASE ALIGNS THE WAVES THAT FORM STRUCTURE

Phase specifies the alignment of the waves; magnitude specifies their strength. Phase swaps
between typical photographs often preserve recognizable structure from the phase donor, but
accurate reconstruction requires both.

Figure 6.3.20 (reproduced). What magnitude and phase each encode, and the 1/f law of natural images. Top row: a
photo; its log-magnitude spectrum (bright at the center = low frequencies, energy fading outward, oriented streaks
from strong edges); the image rebuilt from phase only (magnitude forced to 1), which still shows recognizable edges
and structure; and the image rebuilt from magnitude only (phase forced to 0), a structureless blob. Bottom: radially
average that magnitude and plot it against spatial frequency on log-log axes, it follows a straight line of slope near ,
the empirical  falloff of natural images, which is why almost all the energy sits at low frequencies and the high-
frequency band looks so faint.

−1

1/f
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A circular shift of a finite image changes only phase: shifting by  multiplies each coefficient by
, whose magnitude is one. A translation of an unbounded signal obeys the same rule. Translating

and cropping a photograph also changes its contents, so its magnitude spectrum need not stay fixed. General
convolutions can change magnitude as well as phase.

Fourth, the compact-in-space / spread-in-frequency tradeoff. A narrow, sharply localized blob in the image has a
wide spectrum, and a wide smooth blob has a narrow one (Figure 6.3.22). A Gaussian makes this exact: the
narrower the Gaussian in space, the wider its Fourier transform, which is itself a Gaussian. You cannot be compact
in both domains at once. This locality-versus-frequency tradeoff is a genuine uncertainty principle, and it is the
reason we will later want pyramids and wavelets, which sit halfway between the pixel and Fourier representations
to buy some localization in both.

Figure 6.3.21 (reproduced). The classic phase-vs-magnitude swap, between two images. Top: two photos, a portrait
(A) and a building (B). Bottom: the inverse transform of A's magnitude combined with B's phase, which reads as the
building, and of B's magnitude with A's phase, which reads as the portrait. You recognize the image whose phase was
used, not its magnitude. Phase encodes where the waves line up to form edges and objects; magnitude only reports
how much of each frequency is present.

(dx, dy)
e−2πi(udx/W+vdy/H)
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View each inverse-transformed band on its own before adding them. The low band gives a blurred arrangement of
large light and dark regions. The high band often looks like faint signed texture on a gray background because a
display offset is needed to see negative values. A faint-looking band can still matter at an edge, so compare both its
energy and the visual effect of omitting it. Returning the three disjoint coefficient sets to the spectrum reconstructs
the original; clipping the displayed band images before summing would not. This separates the decomposition from
its visualization (Figure 6.3.19).

Application preview: can we deblur, given the blur?

OPTIONAL
in the book ↗

We can finally settle the promise. Suppose we know the blur, the kernel  the optics applied, and we are handed the
blurred image; this is non-blind deconvolution (the harder blind case, where the kernel is unknown, waits for a
later chapter). The Fourier view makes the question crisp. In the frequency domain, blurring multiplied each
frequency of the sharp image by the kernel's eigenvalue: . To invert, just divide it back out:

Figure 6.3.22 (reproduced). Compact in space ⇔ spread in frequency. Left column, two Gaussians in the image
domain, a narrow one and a wide one; right column, their Fourier magnitudes. The narrow Gaussian (tightly localized
in space) has a broad spectrum; the wide Gaussian (spread out in space) has a narrow spectrum. You cannot be
simultaneously compact in both domains, the tradeoff that motivates multiresolution pyramids.

g

Îblur = Îsharp ⋅ ĝ
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This is inverse filtering. It is exact for noiseless data wherever the response is nonzero. A blur diagonalized into per-
frequency multiplications is undone by per-frequency divisions. So why is deblurring not a solved problem?

Because of the one number we said decides everything: how close the eigenvalue is to zero. A blur is a low-pass
filter, so  is large at low frequencies but tiny, near zero, at exactly the high frequencies the blur destroyed. Dividing
by a near-zero number is catastrophic. And real images carry noise: a little random grain the sensor added after the
blur, so that what we actually observe is . Divide that through and we get : the
genuine signal comes back, but the noise term is divided by  as well. At a high frequency where  the blur
attenuated the signal a hundredfold, yet it never touched the noise, which was added afterward, so dividing by 
now amplifies that noise a hundredfold. The inverse filter faithfully reconstructs the signal and, in the same stroke,
explodes the noise; the result is a sharp-looking image drowned in colorful high-frequency garbage (Figure 6.3.28).
This is the central difficulty of deblurring, and the Fourier picture diagnoses it exactly: inverse filtering is unstable
precisely where the blur was strong.

A Wiener filter balances inversion against noise amplification. For independent, zero-mean stationary signal and
additive noise with power spectra  and , the minimum-mean-square-error linear estimate uses

The star denotes complex conjugation. Where the signal dominates, the factor approaches ; where noise
dominates, it suppresses the measurement. Frequencies with no measured information cannot be recovered by
division. This formula depends on the assumed spectra and boundary model; it does not claim to be the best
nonlinear estimator. Chapter 7.1, Imaging as Bayesian inference with probabilistic priors develops the statistical
interpretation.

💡  BIG LESSON (L6.12) — CONVOLUTION IS PER-FREQUENCY MULTIPLICATION, SO INVERTING

IT DIVIDES, AND AMPLIFIES NOISE WHERE THE RESPONSE IS SMALL

In the Fourier basis a convolution is diagonal: it multiplies each frequency by one number (the
kernel's complex response, the OTF), so undoing it is a per-frequency division. The whole
stability question becomes local to each frequency: how near zero is that number? Blur is low-
pass, so its response is tiny at exactly the high frequencies it destroyed; the lower a frequency's
coefficient, the more its noise is amplified on inversion. That is why naive deblurring fails worst
precisely where the blur was strongest, and why a Wiener / regularized filter stops dividing
once the signal drops below the noise floor.

Îsharp = Îblur / ĝ. (24)

ĝ

Îblur = Îsharp ⋅ ĝ + n̂ Îsharp + n̂/ĝ

ĝ ĝ ≈ 0.01
0.01

SI Sn

Îest =
ĝ∗SI

|ĝ|2SI + Sn

Îblur. (25)

1/ĝ
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Image formation as a linear system

How solvable is an imaging problem?

OPTIONAL

in the book ↗

Those two examples, a defocused lens you can barely invert and a corner camera you invert in one line, are a
preview of the question this section addresses: given  and a measurement , how hard is it to recover

?

Figure 6.3.28 (reproduced). Deblurring preview: why naive inversion fails. Left, a sharp image. Center, the same
image blurred (a box / Gaussian PSF) with a little sensor noise added. Right, naive inverse filtering, dividing each
frequency by the kernel's spectrum : the image sharpens but high-frequency noise explodes, because dividing by the
near-zero  at high frequencies amplifies the noise the blur never attenuated. Inset: the kernel's MTF, dipping toward
zero at high frequencies, exactly where the division blows up. A Wiener / regularized filter tames this by not dividing
where the signal is below the noise floor.

ĝ

ĝ

A y = Ax + n

x
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💡  BIG LESSON (L6.22) — WHAT MAKES RECOVERY HARD: A LOSSY OPERATOR AND ADDITIVE

NOISE

Recovery depends on which variations the operator measures, their signal-to-noise ratios, and
how accurately the operator is known. A null space leaves ambiguity; small gains make
inversion sensitive to noise. An unknown or miscalibrated operator adds a separate estimation
problem.

Before trying to invert anything, inspect  to predict how the inverse will behave. Two properties tell you almost
everything: the operator's shape and its conditioning (Figure 6.7.4).

A square, full-rank matrix determines one exact solution, though it can be sensitive to noise. A tall matrix has more
measurements than unknowns, but only full column rank guarantees a unique least-squares solution. Repeated
independent measurements can reduce noise; duplicate geometry does not fill an existing null space. A wide matrix
necessarily has a null space. If , then  and  give the same noiseless data. Demosaicking illustrates
this: one measured channel per pixel does not determine three unrestricted color values without additional
assumptions.

Before the general case, look at the easy one, because it organizes everything that follows:  square and diagonal.
Then the equation decouples completely (each measurement is just one unknown times one diagonal entry,

) and inverting is nothing but per-element division, . You can read the trouble straight
off the diagonal: wherever an entry  is large the inversion is gentle, and wherever it is near zero the division
blows the noise up. No subspaces, no entanglement, just a list of independent gains. This case matters because
many operators can be made diagonal by a change of basis. For the convolutions that dominate
imaging (blur, defocus, motion) the Fourier basis does exactly this (each frequency is rescaled on its own;

A

Az = 0 x x + z

Figure 6.7.3 (reproduced). The shape and rank of  decide whether recovery is even possible. Tall (overdetermined):
more measurements than unknowns, least squares averages the noise down (the good case). Wide
(underdetermined): fewer measurements than unknowns,  has a null space, so many different scenes  produce the
same measurement  and the data alone cannot pick one. Square but singular: some singular values are exactly (or
nearly) zero, so  is not invertible (or only nominally so). Shape is the first thing to read off an imaging operator.

A

A x

y

A

A

yi = aii xi + ni xi = yi/aii
aii
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→ Chapter 6.3, Fourier), turning deblurring into per-frequency division and ill-conditioning into simply the
frequencies the blur zeroed out. Diagonalizable operators are the ones we truly understand.

Now conditioning, which is subtler and where most of the real pain lives, because even a square, technically
invertible  can be useless. The plain way to see a general operator (one no single change of basis diagonalizes) is
through its singular values: the set of gains  by which it stretches or shrinks the different directions of the scene,
the diagonal case's "gains" generalized to any matrix. Inverting  means multiplying each direction by . If the
singular values run from large down to nearly zero (a large condition number ) then the
directions with tiny  get multiplied by an enormous , and any noise that happened to land on those directions
is amplified without mercy. A lens blur is the textbook villain: it attenuates high spatial frequencies almost to
nothing (tiny singular values up there), so naive deblurring divides the noisy high frequencies by almost zero and
the image dissolves into a blizzard. Figure 6.7.4 shows this in one dimension, and it is the picture to keep: the true
signal, blurred and lightly noised; the operator's singular values decreasing toward zero; the naive inverse
exploding into garbage; and a regularized inverse recovering the signal cleanly.

A

σ

A 1/σ
κ(A) = σmax/σmin

σ 1/σ

Figure 6.7.4 (reproduced). Why ill-conditioning plus noise makes naive inversion explode: a 1-D deconvolution. (a) A
signal is blurred and given a tiny bit of noise: the measurement . (b) The operator's singular values (its
frequency response) decay toward zero; the ones that sink below the noise floor are where inversion divides by
almost nothing. (c) The naive inverse  amplifies the noise on those near-zero directions and detonates,
swinging hundreds of times larger than the signal. (d) A regularized inverse damps those directions and recovers the
signal. Conditioning is a property of  itself; only a prior (regularization) tames it.

y = Ax + n

A−1
y

A
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Singular values alone do not specify recoverability. Their scale depends on the units of the scene and measurement,
and the noise level must be compared with the attenuated signal in each measured direction. Whitening accounts
for unequal or correlated measurement noise before assessing the relative gains.

Hadamard calls a problem well-posed when a solution exists, is unique, and depends continuously on the data
Hadamard 1902. A finite full-rank system can satisfy all three and still be badly conditioned: continuity does not
guarantee small error amplification. Rank deficiency creates nonuniqueness, and noisy overdetermined equations
can be inconsistent. These are distinct reasons to replace exact inversion with a statistical estimate.

A useful way to read the operator is to ask what happens to differences between candidate scenes. If two scenes
produce exactly the same measurement, their difference lies in the null space; no noiseless inversion can tell them
apart. If the measurements differ only slightly, noise may hide the difference even though the operator is
technically invertible. Adding more equations helps only when they constrain directions that the earlier
measurements left ambiguous. Repeating the same exposure can reduce independent noise, but it does not by itself
add a missing spatial frequency or a new view.

Image representation

Pixel lookups and boundaries

in the book ↗

Almost every operation in the coming chapters reaches for a pixel's neighbors, which forces an unavoidable
question: what is  when  lands outside the image? We cannot dodge it, because blurs, gradients,
resampling, and warps all ask for out-of-bounds pixels right at the border, where there are no neighbors on one
side. Reading past the array is, at best, garbage and, at worst, a crash, so the first discipline is defensive: route every
pixel read through a single accessor function, a small get(x, y, c) , so that out-of-bounds access is decided in
exactly one place rather than re-improvised (and re-broken) in every loop. As a bonus, that one function is also
where the memory layout, the channel order, and the coordinate convention live, so the rest of the code can think
in plain  and forget every packing decision above. It is the natural home for one more safety check, too:
asserting that an index lies in  inside that single function turns a distant, hard-to-trace crash into an
immediate, localized error (we develop this habit in the debugging chapter).

The accessor then has to decide what a pixel past the boundary means. There are four standard policies (Figure
8.1.11):

black / zero: treat everything outside as . Simple, but it darkens edges, since you are averaging in black that
is not really there.

clamp / replicate: repeat the nearest edge pixel outward. A reasonable, neutral default for many operations.

mirror / reflect: fold the image back across its boundary, so the neighborhood just past the edge mirrors the
one just inside. This avoids both the artificial darkening of zero and the streaking of clamp, and is the usual safe
default for filtering.

wrap / tile: treat the image as periodic, the left edge adjacent to the right. Rarely what you want visually, but
it is exactly the assumption the Fourier transform makes, so it returns when we get there.

I(x, y) (x, y)

(x, y, c)
[0, size)

0
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On a real photograph the four policies look like Figure 8.1.12: the same crop, continued past its border each way,
surrounded by a dark frame, streaked outward, folded back on itself, or wrapped around from the opposite edge.

Figure 8.1.11 (reproduced). Four ways to answer "what is a pixel past the edge?", shown by extending a small image
beyond its border. Black/zero: outside is  (a dark frame; averaging it in darkens the edges). Clamp/replicate: the
edge pixel is repeated outward (streaks the border color). Mirror/reflect: the image folds back on itself across the
boundary (no new color, no darkening; the usual safe default). Wrap/tile: the image repeats periodically, left edge
meeting right (what the discrete Fourier transform (DFT) assumes). The choice changes the result of any
convolution, resample, or warp near the border.

0
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The boundary rule changes filtering and resampling near the border. We use reflection for these examples, stating
whether the edge sample is repeated: libraries distinguish whole-sample and half-sample reflection. Neither
reconstructs unseen content. For inverse problems, the adjoint must include the selected extension rule; see
Chapter 6.9, Efficient linear solvers.

Three kinds of operation

OPTIONAL
in the book ↗

The domain/range split we just drew also sorts everything we will do to an image into three families, each the basis
of one of the next several chapters (Figure 8.1.13):

point operations touch the range only: a pixel's new value depends solely on its old value, the same rule
applied everywhere (brightness, contrast, tone curves, gamma);

domain operations change spatial coordinates; interpolation may also change values: each output pixel
pulls its value from a different input location (translation, rotation, resizing, lens correction);

neighborhood operations compute each pixel from a window of its neighbors (blur, sharpen, edge
detection).

This is a preview; each family gets its own development later (point operations come first). But the taxonomy
already earns its keep, because it predicts cost: a point operation reads each pixel once, while a neighborhood
operation reads many input pixels per output pixel. We will flag which family every new tool belongs to as we go.

Figure 8.1.12 (reproduced). The four edge-handling modes applied to a real crop (outlined in red); everything outside
the red box is invented by the mode. Black/zero surrounds it with a dark frame; clamp/replicate streaks the edge
row and column outward; mirror/reflect folds the image back on itself, adding no new color; wrap/tile makes it
periodic, so the opposite edge wraps around (what the DFT assumes). The pad is exaggerated here; in practice a
filter only reaches a few pixels past the border.
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Sharpening

in the book ↗

📎  Problem set

PS2 implements box/Gaussian blur, gradients, sharpening, and the bilateral filter. → Chapter 1.5,
Problem sets (appendix).

Sharpening increases contrast around edges and texture. The common unsharp mask extracts a blur residual and
adds some of it to the image. It enhances detail that survived capture; it does not invert the imaging process.
Chapter 16.2, Non-blind deconvolution treats reconstruction from a blur model.

Figure 8.1.13 (reproduced). The three kinds of operation, classified by which input pixels determine an output pixel.
(a) Range / point: the output at a location depends only on the input at the same location, through a value-
remapping curve (brightness, gamma, levels). (b) Domain / spatial: the output pixel is fed from a different input
location, a geometric warp or resample (translation, rotation, lens correction). (c) Neighborhood: the output pixel is
a function of a window of input pixels, e.g. a 3×3 convolution (blur, sharpen, edge detection).
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Linear sharpening

in the book ↗

The linear core of sharpening was built in Chapter 6.2, Convolution: blur the image to get its slow, smooth part,
subtract that to isolate the fine detail the blur threw away, then add the detail back amplified. That is the unsharp
mask,

with  setting the strength: flat regions have near-zero detail and are left alone, while edges and texture gain
contrast. Push  too high and it over-sharpens.

Because each step is linear, the whole operation collapses to a single convolution, : a
positive spike at the center ringed by a negative surround. Chapter 6.2, Convolution traces that center-positive,
surround-negative signature across the unsharp mask, the Laplacian, and the difference of Gaussians, and shows
why they are one family.

Iout = Iin + k ⋅ (Iin − blur(Iin)), (27)

k

k

Figure 8.8.1 (reproduced). Unsharp-mask decomposition. Left, the input; center, its Gaussian blur and the detail
image  (the high frequencies the blur removed, shown shifted to mid-gray so negatives are visible); right,
the sharpened result . Sharpening adds the amplified detail back: flat regions (near-zero detail) are
untouched while edges and texture (large detail) gain contrast. Increasing  strengthens the effect. Overdone, it
haloes.

in − blur

in + k ⋅ detail

k

Iout = I ∗ (δ + k(δ − g))
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The blur radius selects the scale of detail being enhanced, while  selects its strength. A larger radius makes wider
halos. Judge sharpening after resizing for the intended output, since changing image size changes the meaning of a
radius in pixels.

Non-linear sharpening

OPTIONAL
in the book ↗

Linear unsharp masking is the standard sharpen, and it has two failure modes that motivate everything left in this
chapter.

First, it amplifies noise. In a flat region (a clear sky, a smooth wall) there is no real detail, so  is mostly
noise. Boost it and you boost the noise, turning a clean sky grainy. Second, it haloes at strong edges. Near a high-
contrast boundary the detail image swings strongly positive on the bright side and negative on the dark side;
amplify that and you get a bright fringe along one side of the edge and a dark fringe along the other, the tell-tale
"halo" of an over-sharpened photo. Both failures appear on a real photo as the gain  is pushed up (Figure 8.8.5): a
scanline across a strong edge shows the boosted detail overshooting into a bright/dark ring, while the smooth
background turns gritty.

Figure 8.8.2 (reproduced). The sharpening kernel  as a +center / −surround stencil. Sharpening is itself a
convolution: a positive spike at the center (boosting the pixel) ringed by negative weights (subtracting its neighbors),
so it amplifies how much a pixel differs from its surroundings. Blue marks positive weights, red negative; in flat
regions the positive and negative parts cancel, so only edges and detail are affected.

δ − blur

k

in − blur

k
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Linear sharpening uses the same gain on noise, texture, and strong boundaries. Adaptive variants reduce the gain
where the residual is small or where an edge would overshoot [@ramponi-1998; @polesel-etal-2000]. A threshold
is only a heuristic: faint texture can fall below it, and large noise can exceed it. Luminance-oriented sharpening
limits color fringes, while a local output bound can limit overshoot.

A simple residual gate can be written as pseudocode:

This soft threshold avoids a jump at the threshold, but removes some weak detail along with noise. A local bound is
another nonlinear choice and can flatten peaks.

The fastest way to feel both the linear failure and its non-linear fixes is to drive them, watching a scanline through
the image (Figure 8.8.6).

Figure 8.8.5 (reproduced). Over-sharpening. The unsharp mask  on a real photo (luminance,
) at increasing gain . At  the image is crisply, sensibly sharpened; at  both failure modes of linear

sharpening appear: a scanline across the strong silhouette edge overshoots into a bright fringe on the light side and
an undershoot on the dark side (the halo), and the smooth out-of-focus background, where  is mostly noise,
turns gritty. This context-blindness is what the adaptive and edge-preserving methods below are built to fix.

out = in + k (in − blur)

σ = 3 k k = 1 k = 4

in − blur

Algorithm 6

b = blur(I, radius)
d = I - b
detail = sign(d) * max(abs(d) - threshold, 0)
out = I + amount * detail
# Optional: bound out by local input extrema to limit overshoot.
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original sharpened

luma along the scanline — grey: original, red: sharpened (note the overshoot at edges)

Figure 8.8.6 (reproduced). Interactive: linear sharpening and its non-linear fixes, with a scanline. Unsharp masking
( ) runs live on a real image; drag the amount and radius and watch the result crisp
up, then over-sharpen. The draggable scanline plots the 1-D luminance profile beneath the images: the sharpened
curve (red) visibly overshoots the original (gray) at every edge; those overshoots are the bright/dark halos. Turn on
clamp overshoot to cap the halo (the non-linear trick), and raise the threshold to stop sharpening flat, noisy regions,
exactly the context-gating the adaptive methods above describe.

Content-dependent weights make a filter nonlinear. This differs from a fixed convolution, but does not necessarily
break translation equivariance: translating the input can still translate the output. Chapter 10.1, Bilateral filtering
develops one such neighborhood rule.

Learned enhancement can also synthesize plausible texture where the measurements are ambiguous. A sharper-
looking result does not establish that the detail was recorded; see Chapter 14.1, What can super-resolution actually
do?.

In CompPhotoRoom

The Detail panel of Chapter 8.13, A raw developer in the browser is this chapter's shrink-then-
sharpen in a single pass, with the luminance/chroma split and the edge mask as written here.

out = in + amount ⋅ (in − blur)
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An unsharp mask amplifies whatever high-frequency residual it receives. That residual can be a real texture, sensor
noise, ringing from compression, or a demosaicking artifact. A threshold can suppress small residuals, but a faint
real texture may be small too. A local strength map can reduce the boost in smooth regions and preserve stronger
detail elsewhere. Inspect both a smooth patch and an edge when tuning it: an image can look crisper overall while
acquiring conspicuous noise or halos in particular regions.

Spatially varying blur

A table of blurs, and which are convolutions

OPTIONAL
in the book ↗

Summarize the blurs in one place, because the single most consequential property of any blur is whether it is shift-
invariant (one kernel convolved everywhere, the only case the FFT/Wiener machinery handles directly) or spatially
varying, where it is not a convolution at all. With Oliver Whyte's camera-shake model as the centerpiece, the
catalog is:

blur source physical cause shift-invariant?

Translational camera
motion

the camera slides sideways
during the exposure

approximately for constant depth and suitable
motion; depth variation causes parallax

Camera shake
(rotation)

wrist pitch/yaw, the dominant
hand tremor

generally spatially varying; pure roll has a stationary
center (Whyte et al. 2011/2014)

Defocus a point's depth differs from the
focus plane

approximately uniform on a single depth plane;
varying depth and occlusion require more

Subject / object
motion

something in the scene moves
while the camera is still

no, only the moving region blurs, each along its own
path

Lens aberrations imperfect optics: coma,
astigmatism, field curvature

no, mild on-axis, worse toward the field edge; per-
channel for chromatic aberration

Atmospheric
turbulence

hot air, long lenses no, a shimmering warp that varies in space and time

Whether convolution is adequate depends on the scene and regime. A frontoparallel constant-depth plane under
lateral translation can give a uniform motion blur; one defocus depth with approximately field-invariant optics can
also give a convolution. General 3-D translation, varying depth and visibility require more.

Algorithmic speedups

Separability: a 2-D pass for the price of two 1-D passes

OPTIONAL
in the book ↗
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A separable kernel factors as . Substitution gives

Compute the bracketed horizontal filter first, then filter its result vertically. The work per output falls from
 weighted contributions to . For a  kernel, that is 625 versus 50. Equality assumes the

same kernel and compatible boundary extension; floating-point rounding can still differ.

The second pass introduces an intermediate and its memory traffic. A vertical stencil is not automatically
contiguous in a row-major image, although processing adjacent output columns allows reuse and vectorization.
Tiling and fusion determine how much of the arithmetic saving survives on the machine.

For a nonseparable kernel, its singular value decomposition gives a sum of separable terms. Retaining a few terms
approximates the kernel with a corresponding error. Compare the resulting images as well as the kernel norm; see
Chapter 6.2, Convolution.

The next accelerations share another form of reuse. A running sum retains what overlaps between successive
windows. A prefix table retains cumulative sums for later rectangle queries. A sliding histogram retains counts so

K(u, v) = h(u)g(v)

J(x, y) =∑
v

g(v)[∑
u

h(u)I(x − u, y − v)]. (28)

(2k + 1)2 2(2k + 1) 25 × 25

Figure 29.1.1 (reproduced). Separability turns one 2-D convolution into two 1-D passes. A 2-D Gaussian blur shown
two ways. Left: the direct form — each output pixel a weighted sum over the full  window,
annotated  multiply-adds per pixel. Right: the separable form — a horizontal 1-D pass producing an
intermediate image, then a vertical 1-D pass on that intermediate, each , for  total; the two-pass output is
pixel-for-pixel identical. A small inset shows the rank-1 factorization  that licenses the split, and
notes that a non-separable kernel can be approximated by a few separable passes via its SVD. (Schematic.)

(2k + 1) × (2k + 1)

O(k2)

O(k) O(k)

K(u, v) = h(u) g(v)
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the next median need not start from a new sort. Each chooses a state that can be updated more cheaply than
recomputing the answer from its definition.



Recap: big lessons in this lecture

We will lean almost entirely on ray (geometric) optics, because nearly every source and interaction
we meet is incoherent, and incoherent imaging is linear in intensity. The one piece of the wave
picture we hold onto is that the physical color of light is its spectral distribution, the energy it carries
at each wavelength. The exceptions to the ray picture are narrow: light squeezed through a small hole
(diffraction), a thin film (interference), or a fine structure (structural color), and even structural
color we can usually fold into absorption and go on treating the light as rays. Ray optics and
incoherent imaging are linear, with one standing catch: the quantities are always positive, so we can
add light but never subtract it. Coherent light and full wave optics, where amplitudes add and can
cancel, come back only for the advanced topics of metalenses, lensless cameras, and holography, and
the particle picture we keep mostly for modeling noise. So most of the time we will picture light as a
set of rays traveling in straight lines through homogeneous media, each carrying a radiance that is
itself a distribution over wavelength. With that, we have followed light from its source, off a surface,
and to the edge of the camera; the chapters that follow take up how eye and camera turn that light
into color and into an image.

💡  BIG LESSON (L2.10) — THE SMALLER THE APERTURE, THE MORE DIFFRACTION BLURS

Counter to ray-optics intuition, a smaller aperture spreads light more: the diffraction
blur (the Airy disk) grows as  with f-number, so stopping down past a point softens the
image instead of sharpening it. The flip side is the rule behind every instrument that must
resolve fine detail: only a large aperture can diffract little and resolve finely, which is
exactly why microscopes and telescopes are built around large lenses and mirrors, and why a
phone camera's tiny aperture hits a hard resolution wall it cannot pass. It is the optical cousin
of "you can't sample your way past Nyquist."

∼λN



plane wave →

barrier

slit

wavefronts bend & spread →

intensity
near field (Fresnel),
screen ≈ 20 λ from slit

not the far-field
sinc² pattern

slit ≈ 1.6 λ

Figure 2.1.46 (reproduced). Diffraction, simulated. A live 2-D solution of the wave equation: a plane wave arrives
from the left and passes through a single slit in an opaque barrier. Before the slit the wavefronts are flat; after it they
bend into expanding arcs and spread, and the time-averaged intensity on the far screen forms the single-slit pattern,
a broad central lobe flanked by weaker side lobes. Narrowing the slit (or lengthening the wavelength) widens the
spread. This is the near-field (Fresnel) pattern at that fixed screen distance, not the textbook far-field sinc²: a
narrow slit is already effectively in its far field and shows one broad lobe, while a wide slit still roughly projects its
own width, fringed by edge diffraction; the region left of the slit also shows genuine standing-wave interference
between the incoming wave and the part reflected off the barrier. Interactive: press play and vary the slit width and
wavelength to watch the wave evolve.



💡  BIG LESSON (L2.33) — ROTATION BLUR IS DISTANCE-INDEPENDENT (YAW/PITCH SCALE WITH

FOCAL LENGTH, ROLL WITH IMAGE POSITION); TRANSLATION AND SUBJECT BLUR SCALE AS

1/DISTANCE

Camera rotation (yaw/pitch) smears the image by , the same for every object
regardless of depth. Camera translation and subject motion smear it by

, which shrinks with distance. So for ordinary distances rotation
dominates, and only up close (macro) does translation take over. The focal-length dependence
divides the same way: yaw and pitch blur scale with , so a longer lens (higher magnification)
turns the same angular wobble into proportionally more blur (the basis of the  hand-
holding rule), while roll blur  is fixed by image position , not by focal length.
Magnification amplifies yaw and pitch but never roll, which is why yaw and pitch usually
dominate the shake blur, the more so the longer the lens. And because roll and perspective
make  vary across the frame, camera-shake blur is spatially non-uniform: a single blur
kernel cannot describe or undo it.

💡  BIG LESSON (L5.2) — THE ROOM SETS THE DYNAMIC RANGE AS MUCH AS THE PANEL DOES

Reflected ambient light raises the visible black level. Prepare and judge the image under its
intended viewing conditions; a panel specification alone does not describe the contrast the
viewer will see.

💡  BIG LESSON (L6.1) — A LINEAR OPERATOR IS A WEIGHTED SUM, SO IT IS A MATRIX

An operation  is linear when . For finite sampled signals, each
output is a weighted sum of inputs with weights independent of the data. Stacking those
weights into rows gives . The matrix describes the operation; code can apply its weights
without allocating the matrix.

💡  BIG LESSON (L6.4) — A CONVOLUTION IS A SHIFT-INVARIANT WEIGHTED SUM

A convolution uses fixed weights that depend on displacement, not on image values or absolute
position. On an infinite or periodic grid it is linear and commutes with shifts. The kernel can be
small or span the image. Its support determines the work of direct filtering; finite boundaries
determine where the shift-invariance model applies.

bpx ≈ fpx θ

bpx ≈ fpx (Δ or vΔt)/D

fpx

1/f

b ≈ r θroll r

b

F F(ax + bx′) = aF(x) + bF(x′)

y = Ax



💡  BIG LESSON (L6.5) — CONVOLUTION IS A WEIGHTED SUM OF SHIFTED IMAGES

Convolution can be computed per output pixel or per kernel tap. In the first order we
accumulate a neighborhood; in the second we accumulate shifted copies of the image. The
result is the same. Replacing shifts with known warps gives other linear operators, but they
need not share convolution’s commutativity or Fourier diagonalization.

💡  BIG LESSON (L6.6) — DIFFERENTIATION IS CONVOLUTION

Finite differences are convolutions with signed kernels under a declared indexing convention.
In the continuous setting, : convolving with a derivative-of-Gaussian
differentiates a smoothed image. Gradient components are linear; gradient magnitude,
thresholding, and a complete edge detector generally are not.

💡  BIG LESSON (L6.7) — MOST IMAGING BLUR IS NOT A FULLY SHIFT-INVARIANT CONVOLUTION

A convolution is an approximation when blur changes with depth, motion, field position, or
wavelength. A small patch may support one kernel, but occlusion boundaries need particular
care. Fixing geometry can preserve linearity in intensity even when shift-invariance is lost.

💡  BIG LESSON (L6.8) — DIAGONALIZE WHEN YOU CAN

Express a linear operator in a basis where it becomes diagonal. A coupled, hard-to-invert
operation in one representation can be a list of independent scalar multiplications in another,
and scalars are trivial to understand, compose, and invert. Fourier diagonalizes convolution,
turning a blur into per-frequency multiplication. This is not a one-off trick: it is the single most
reusable move in applied linear algebra, and it returns for differential equations (the heat
equation, below), for principal components, and for nearly every inverse problem in this book.
The idea is already visible in the smallest possible case, a  matrix (Figure 6.3.3).

∂x(g ∗ I) = (∂xg) ∗ I

2 × 2



Figure 6.3.3 (reproduced). The smallest example of diagonalizing. The symmetric matrix  looks coupled in
the  basis: the off-diagonal s mix the two axes. But its eigenvectors point along  and , i.e. at ,
and in that rotated basis it is simply : . Left: the algebra. Right: the geometry on
the standard plane; the unit circle (dotted) maps to an ellipse (solid) whose axes lie exactly on the  eigenvectors,
stretched  along the diagonal  and left unchanged ( ) across it. Rotate to the eigenbasis and the coupling
vanishes, leaving two independent scalings, diagonalization in miniature.

💡  BIG LESSON (L6.9) — PHASE ALIGNS THE WAVES THAT FORM STRUCTURE

Phase specifies the alignment of the waves; magnitude specifies their strength. Phase swaps
between typical photographs often preserve recognizable structure from the phase donor, but
accurate reconstruction requires both.

💡  BIG LESSON (L6.10) — NATURAL-IMAGE SPECTRA OFTEN FALL APPROXIMATELY AS  IN

AMPLITUDE

Natural photographs often have approximately  average Fourier amplitude over a range of
scales. Distinguish amplitude from power, and average power per coefficient from total energy
in a frequency band. The image mean can dominate total energy without explaining its visible
detail.

M = [ ]

2 1
1 2

x, y 1 (1, 1) (1, −1) ±45∘

diag(3, 1) M = R45∘ diag(3, 1)R⊤
45∘

45∘

×3 u1 ×1

1/F

1/f



💡  BIG LESSON (L6.12) — CONVOLUTION IS PER-FREQUENCY MULTIPLICATION, SO INVERTING

IT DIVIDES, AND AMPLIFIES NOISE WHERE THE RESPONSE IS SMALL

In the Fourier basis a convolution is diagonal: it multiplies each frequency by one number (the
kernel's complex response, the OTF), so undoing it is a per-frequency division. The whole
stability question becomes local to each frequency: how near zero is that number? Blur is low-
pass, so its response is tiny at exactly the high frequencies it destroyed; the lower a frequency's
coefficient, the more its noise is amplified on inversion. That is why naive deblurring fails worst
precisely where the blur was strongest, and why a Wiener / regularized filter stops dividing
once the signal drops below the noise floor.

💡  BIG LESSON (L6.22) — WHAT MAKES RECOVERY HARD: A LOSSY OPERATOR AND ADDITIVE

NOISE

Recovery depends on which variations the operator measures, their signal-to-noise ratios, and
how accurately the operator is known. A null space leaves ambiguity; small gains make
inversion sensitive to noise. An unknown or miscalibrated operator adds a separate estimation
problem.

💡  BIG LESSON (L8.2) — LOOP IN MEMORY ORDER (INNERMOST INDEX VARIES FASTEST)

Prefer traversal that reuses nearby stored values. For scalar loops over packed HWC, use y, x, c
order; for packed CHW, use c, y, x. Actual strides, tiling, and vectorized kernels can change the
best schedule. Measure before changing the representation.


